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معرفی محصول

ملاحظات
ــرق را  ــی ب ــوز اصل ــل از نصــب، فی ــه قب ــه داشــته باشــید ک ۱. توج

ــد. قطــع کنی
۲. ســیم هــا را مطابــق نقشــه سیم کشــی بــه ترمینال هــای شــارژر 
ترمینال هــا  بــه  ســیم ها  محکــم  اتصــال  از  کنیــد.  وصــل   USB

اطمینــان حاصــل نماییــد.

ولتاژ نامی
فرکانس

توان کمکی
ولتاژ خروجی

جریان خروجی
میزان حفاظت

نوع اتصال
دما

رطوبت

قطع فیوز برق.1 
اخطار

برای جلوگیری از خطر برق گرفتگی، 
قبل از نصب و استفاده این 

محصول فیوز برق را قطع نمایید. 

تشخیص سیم ها .1 
ابتدا سیم های فاز و نول را 

مشخص کنید.

 1.USB باز کردن رویه شارژر
رویه را از مکانیزم جدا نمایید.

 1. USB سیم بندی شارژر
سیم  فاز و نول را به ترتیب را به 

ترمینال های L و N متصل کنید.

قرار دادن مکانیزم در قوطی .1 
برق

روش اول: نصب توسط 
پیچ های قوطی برق

مکانیزم شارژر USB را درون 
قوطی برق قرار داده و توسط 
پیچ گوشتی پیچ های قوطی را 

ببندید.
روش دوم: نصب توسط چنگه
مکانیزم شارژر USB را درون 

قوطی برق قرار داده و پیچ های 
چنگه را ببندید تا به طور ثابت 

در جای خود قرار گیرد.

نصب کادر و رویه  .1 
کادر تک خانه را روی مکانیزم 
قرار داده و در جای خود قفل 

کنید. سپس رویه را روی 
مکانیزم محکم کنید.

اتصال فیوز برق.1 
در انتها فیوز اصلی برق را 

وصل کنید.

)۱( مکانیزم
USB ۲( سوکت(

)۳( کادر
)4( رویه

مشخصات فنی

USB ابزار های مورد نیازنصب شارژر

سرسیمپیچپیچ گوشتی

AC 110 to 240V~
50/60 Hz
<=0.1 W
DC 5 V
2 x 2100mA
IP20
screw connection
 -25…+60 °C
5...95%
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Product Overview

(1) Mechanism
(2) USB Sockets
(2) Frame
(4) Cover

USB Charger Installation

Parameters

Notes:

1. Before working on the product, please disconnect 
the power supply.
2. Attach wires according to the wiring diagram. Be 
sure the wires are fastened securely by the terminal 
screws.

Rated voltage
Main frequency
Standby Power
Output voltage
Output current
Protection level
Connection
Temperature
Humidity

AC 110 to 240V~
50 / 60 Hz
<=0.1 W
DC 5 V
2 x 2100mA
IP20
screw connection
 -25…+60 °C
5...95%

1. Turn power off at circuit breaker!

Warning: May result in 
serious injury or death. Turn off 
power at circuit breaker before 
installing.

2. Identify wires

Identify the wires that should be 
connected to the terminal screws, 
includes Live and Neutral wires. 

3. Remove the cover
Unclip the cover.

4. Wiring

Connect the Live wire to L 
terminal.
Connect the Neutral wire to N 
terminal.

Live
Neutral

Wiring Diagram

5. Install the mechanism into 
the wall box

Method1: With wall box screws

Mount the mechanism into the 
wall box. Use the screws 
supplied to attach mechanism to 
the wall box using a screwdriver.

Method2: With claws

Mount the mechanism into the 
wall box with embedded claws. 
Tighten claw screws just enough 
to hold mechanism in place. Do 
Not Overtighten.

6. Attach the frame and cover 
Align the frame over the 
mechanism and firmly push to 
click into place. Then, snap the 
cover.

7. Power on

Connect the power supply.

Tools You’ll Need

Ferrules ScrewdriverScrews

(1)
(2)

(3)

(4)
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